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Icon Audio release new version of 
MB845 amplifier: 110w of pure 

triode power 
 

Icon Audio are proud to release their best ever amplifier, the MB845 MKIIm. 

 

The Icon Audio MB845 mono amplifier is already something of a legend.  Both the 

original and MkII versions have become reference amplifiers for hi-fi magazines and 

reviewers and have provided a new level of enjoyment to music lovers worldwide.  

 

The new MB845 MkIIm extends the performance, features and ease of use of its 

predecessors to set a new reference point for high quality amplifiers. 

 

New features of the MB845 MkIIm 

 

 Improved power supply gives even lower noise levels, producing an inky 

black background to the music. 

 A built-in bias meter greatly simplifies valve bias checking and adjustment, 

thereby keeping the amplifier in peak performance and extending valve life.  

 High quality, low leakage PTFE valve bases provide enhanced performance, 

reliability and longevity. 

 

In short, the MB845 MKIIm is the best Icon Audio amplifier ever.  

 

The output of each Icon Audio MB845 MkIIm uses a pair of classic 845 valves. The 

845 was originally designed in the early 1930s when a bigger valve was needed to 

get more power. Despite modern valves becoming smaller and more efficient, none 

has matched the magical sound quality of the 845. To fully appreciate the 845 

requires a very large power supply and high quality output transformer.  The Icon 

Audio MB845 MkIIm features a choke regulated power supply with a truly massive 

custom-wound mains transformer, allowing the valves to perform to their full 

potential.  The output transformer is a bespoke hand-wound Low Distortion Tertiary 

(LDT) design which cancels the distortion that normally exists within low or no-

feedback amplifiers.  

 

The beautifully crafted chassis features a massive aluminium damping plate.  The 

MB845 MkIIm is hand wired with PTFE insulated silver-plated pure copper wire.  An 
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input sensitivity switch allows use with both passive and active preamplifiers. 

Separate loudspeaker connections for both 4 and 8 ohm loads allow the amplifier to 

deliver 110 Watts RMS into either load, creating an incredibly like-like and musically 

compelling performance. 

 

Every Icon Audio amplifier is finished and tested by Icon’s team of engineers in 

Leicester, and can be ordered as a ‘David Shaw Signature’ version featuring Jensen 

copper foil oil-in-paper capacitors and premium valves. 

  

Key features: Icon Audio MB845 MkIIm 

 

 110 W RMS pure triode output 

 Custom hand wound tertiary output transformers 

 Dual 6SN7 high current driver circuit 

 Choke regulated power supply 

 AC heated 845 valves for maximum reliability 

 Class A, all triode front end  

 Switchable sensitivity for use with passive and active preamplifiers 

 No global feedback 

 Hand wired ‘point to point’ for the best sound quality and reliability 

 PTFE insulated silver plated pure copper wiring 

 PTFE valve holders 

 Gold plated input and loudspeaker terminals 

 Attractive valve cover included 

 CE, ROHSS & WEEE compliant. 

 

Technical specifications 

 

Output power 110 W RMS 

Gain 
67 dB high sensitivity 

30 dB low sensitivity 

Frequency response  6 Hz – 57 kHz ± 3 dB 

Signal to noise ratio -90 dB 

Total harmonic distortion 0.14 % @ 8 W (1 kHz) 

Valve complement 

1 x 6SL7 first stage valve 

2 x 6SN7 driver valves 

2 x 845B precisely matched output valves 

Power consumption 
180 watts quiescent 

290 watts maximum 

Dimensions (H x W x D) 280 x 240 x 570 mm 

Weight 33 kg 

Warranty 1 year 
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UK selling price (inc. VAT) 

 

Icon Audio MB845 MkIIm (per pair)      £5,999.95 

Icon Audio MB845 MkIIm David Shaw Signature edition (per pair)  £7,149.95 

 

AVAILABLE NOW 

 

About Icon Audio  

 

The Icon Audio philosophy is to create audiophile products that sound good, look 

good, are easily affordable and will last a lifetime.  

 

Each Icon Audio amplifier is designed in Leicester, UK, by the company’s founder, 

David Shaw. The amplifier chassis are then manufactured in China, with production 

and quality control being closely managed by David himself who regularly travels to 

China to ensure that the performance and quality on which Icon Audio have built their 

reputation are fully maintained. Final product assembly, custom modifications and 

extensive testing then take place in Icon’s premises in Leicester, UK.   

 

Everything in an Icon Audio amplifier is serviceable and replaceable, from the valves 

themselves to substantial components such as the transformers. All Icon Audio 

products are available for demonstration by appointment in Leicester and also via a 

selected dealer network. 

 

Consumer contact 

 

Icon Audio 

351 Aylestone Road 

Leicester 

LE2 8TA 

 

Tel:   0116 244 0593 

Email:  sales@iconaudio.co.uk  

Website: www.iconaudio.com 

 

Press contact 

 

For more information, product samples or high-resolution print-ready images please 

contact David Denyer on 07976 646 404 or david@ddpr.co.uk. 
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