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Following rave reviews in the Japanese press, initial production runs of Furutech’s 
new NCF Booster sold out to industry insiders before even making it as far as audio 
retailers’ shelves. Fortunately, the company has since increased production and now 
the NCF Booster is ready for international release. 
 
Cable holders (also known as supports, lifters, risers or elevators) are generally designed 
improve the performance of audio cables by minimising their points of contact with the floor, 
reducing electromagnetic interference. Furutech’s NCF Booster, however, goes even further.  
 
Not only does it lift audio cables off the floor and enable optimum alignment between 
connectors and sockets, it also provides additional damping support for both cables and 
connectors – boosting their performance by allowing a more pure and clear signal. 
 
As its name suggests, a key ingredient in the NCF Booster is Furutech’s Nano Crystal² 
Formula (NCF), an ‘active’ anti-resonance damping material. Developed by, and exclusive to, 
Furutech, NCF features a special crystalline material that has two active properties. First, it 
generates negative ions that eliminate static. Second, it converts thermal energy into far 
infrared. Furutech combines this remarkable material with nano-sized ceramic particles and 
carbon powder for their additional piezoelectric damping properties. The resulting Nano 
Crystal² Formula delivers superb electrical and mechanical damping. 
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The effect of that damping, particularly when applied to the critical junction between mains 
plug and socket, is to reduce audible noise significantly. The clarity and stability of the 
soundstage improve noticeably as a result. Bass frequencies gain extra focus and weight 
while high frequencies lose a layer of ‘fuzz’. The overall musical performance becomes more 
relaxed, more resolute and more real.   
 
“Once set on your system, you won’t want to remove it. A completely new audio accessory 
has arrived,” said Japan’s Audio Accessory magazine. 
 
NCF Booster features & construction:  

• Multi-material hybrid construction – a Furutech original design. 
• Support unit: audio-grade ABS resin and NCF nylon resin to eliminate static charge. 
• Top clamp unit: stainless steel block and audio-grade NCF nylon resin. 
• Base unit: audio-grade ABS resin body with slip-proof, shock-absorbing plate with 

counterweight. 
• Overall dimensions: 94 x 99.7 mm approx. Height: base level 80 mm / extended level 

140 mm approx.  
• Net weight: Base level 580 mm / extended level 630 mm approx.  

 
Pricing & availability 
 
The Furutech NCF Booster is available now priced at £320 (including VAT). 
 
 
Consumer contacts for publication 
 
www.furutech.com 
 
UK distributor: 
Sound Fowndations 
Aldermaston 
Berkshire 
 

Tel: 0118 981 4238 
Email: info@soundfowndations.co.uk 
Web:  www.soundfowndations.co.uk 
   

Press contact 
 
For more information, product samples or high-resolution print-ready images please contact 
David Denyer on 07976 646 404 or david@ddpr.co.uk. 
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